
All rights reserved      Specifications are nominal and are subject to change without notice.      Power rating will vary with load on motor 33
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CODE MODEL
POWER 240V RATED MAXIMUM SOFT

SOLIDS
HANDLING

(MM)

NO. 
OF TAPS

CABLE 
LENGTH

(M)

OUTLET SIZE
H X DIA

(MM)AMPS P1 
(kW)

P2
(kW)

FLOW  
(L/MIN)

HEAD
(M)

FLOW  
(L/MIN)

HEAD
(M) MM IN

8577 RHS125 4.6 1.1 0.75 60 26 125 36 0.2 4-6 10 25 1" 355x160

8577.PC RHS125 Pump with Pressure Controller (all pump details as above) & Plug Cover

8577.PC is supplied with REEFE 
RPC15ADS Pressure controller 
(code: 8744.QP) & plug cover

DOMESTIC SUBMERSIBLE MULTISTAGE PUMP
RHS SERIES

The quiet operation of these submersible pumps makes them perfect for domestic applications, particularly where space is limited, or pilferage 
is a problem. Excellent high head pressure and robust flow rate makes it ideal for supply of tank water to the home or as a high head sump pump 
for clean water. 

APPLICATIONS FEATURES & BENEFITS CONSTRUCTION

• Clean water transfer
• Screened greywater
• Household supply
• Rainwater tanks
• Industrial cleaning
• Commercial laundries
• Rain to Mains backup systems

• Quiet operation
• Excellent pressure supply
• Supplied with float switch
• 0.2mm solids handling capacity
• Water cooled motor
• Electrical Safety Approval to                    

AS/NZS 60335.2.41

• Stainless steel housing and pump shaft
• Noryl multistage impellers
• Dual carbon-ceramic mechanical seal 

with oil chamber
• PUMP CONTROL OPTIONS

• REEFE Pressure Controller
• REEFE Pressure Switch and Tank
• REEFE Variable Speed Control

• Ingress Protection IP68 (Pump Only)
• Insulation Class F
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