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‘POOLFLEX’ SPIRAL RIBBED ANTI-KINK HOSE

Spiral ribbed hose does not kink or flatten, even on tight bends. Ideal for ponds, pools and water features.

CODE ‘ DESCRIPTION ‘ DIAMETER ‘ LENGTH
26412 13mm 30m
26420 20mm 30m
26425 Poolflex Anti-Kink Spiral Ribbed 25mm 30m
26432 Hose - Black 32mm 30m
26440 40mm 30m
26450 50mm 20m

HOSE CLAMPS FOR SPIRAL RIBBED TUBING

26712 Hose Clamp S/Steel wire 12mm each

26720 Hose Clamp S/Steel wire 20mm each
26725 Hose Clamp S/Steel wire 25mm each
26732 Hose Clamp S/Steel wire 32mm each
26740 Hose Clamp S/Steel wire 40mm each
26749 Hose Clamp S/Steel wire 50mm each

TRANSFORMERS & ELECTRICAL ACCESSORIES

Transformers are required for low voltage pumps and all submersible lights. Most low-voltage pumps are supplied with transformers as
‘kits'. If there is a requirement for a transformer, select it according to: 1. output voltage, and 2. power as expressed in VoltAmps (VA) -
equivalent to Watts. The other important consideration is cable length - long lengths of cable may result in voltage drop causing damage
to the pump. Please ask for advice if unsure. All transformers or plug packs listed are AC not DC.

IMPORTANT NOTES:
It is important to check the voltage and wattage of the pump or light.
The VA of the transformer must be equal to or greater than the combined wattage of pump or lights.

CODE | DESCRIPTION IP RATING VOLT / VA
2711 E;ahrif?(/rvn:artac;f;rigsfPSSOLV and some water feature pumps & P68 12 Volt 20VA
27214 Transformer to suit RP850LV/RP1100LV/RP1500LV - Weatherproof = IP68 24 Volt 30VA
27217 Transformer to suit RP2400LV - Weatherproof P68 24 \Volt 60VA
27221 Transformer to suit RP4000LV - Weatherproof IP68 24 \Volt TO0OVA
27251 Cable Connector 3-Way 2-Pin Weatherproof Low Voltage 12-24Volt
27253  Cable Connector 5-Way 2-Pin Weatherproof Low Voltage 12-24Volt
9901  Extension Lead for REEFE Low Volt Pond Pump RPLV Series - 10m 12-24Volt
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