RAIN TO MAINS

EXTERNAL RAIN MAINS SYSTEM W

WaterMark

RM6000-4 - 20mm system with minimal pressure loss on Mains

RM6000-4 RainPro is the RM4000-4 RainPro “Easy Install” Unit with the added advantage of a pump cover. The Rain Mains device has no cables,

no float, no solenoid, no electronic controls. Kit comes complete with cover and flexible hoses. The RM6000-4 stops the flow of mains supply while
rain water is being pumped to help conserve water. This system is only suited to flooded suction and is best suited for supplying laundry, it is also
suitable for a small house or cabin with one bathroom.
APPLICATIONS PACKAGE COMPLETE WITH

* Domestic toilet & laundry + European Made Pressure pump PRJS5E - 52L/min, 31.5m head

+ Small house / cabin / granny flat (1 + Mains flow - 50L/Min

bathroom) « Pressure controller - auto restart

+ Small commercial / Industrial* + RMI1600-2 Valve

* Garden Irrigation* * Flexible hoses (20mm)

» Toilet blocks (up to 4 fixtures)* * Y-Strainer

« Construction / mine site offices** « Round style pump cover

* Other pump sizes available
*Check specifications required + Certified to AS/NZS4020 for use with potable water

COLOUR ORDER CODE
Heritage Green 3010
Rivergum 30080
Mist Green 30073
Beige 30134
Merino 30059
Wheat 30158
Smooth Cream 30097
Surf Mist 30103
Birch Grey / Dune 30141
Shale Grey / Gull Grey 30257
Windspray 30127
Woodland/Slate Grey 30066 "
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